I C E R A( Wallhung Toilets

PIANO
Wallhung Toilet
C-2370

Product Features

e Vitreous china wall-hung toilet

e Rectangular bowl

e MicroGlaze™ anti-microbial, non-staining glaze
e Can be paired with most in-wall carriers

e Can be mounted at standard or ADA height

(installation height of 15” to 19”) \

Flushing System \
e High-performance, gravity flush
e 1.6/0.8gpf(6/3 Lpf) dual-flush —
EPA WaterSense, high-efficiency toilet (HET)
e Fully-glazed, 3.15” (80 mm) internal trapway

Cartiied by
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Accessories Included

E=
e Toilet seat and cover, with slow-close hinges
e Note: In-wall carrier is not included. Please
consult with your local plumbing fixture
dealer for compatible carriers.
Quality Assurance
e 100% flush-tested
e Limited lifetime product warranty
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IMPORTANT: Dimensions are nominal and may vary within the range of tolerance per by NSI Standard A112.19.2. These
measurements are subject to change. No responsibility is assumed for use of superseded or voided pages.



Wallhung Toilets

PRODUCT OPTIONS & PARTS

Glaze Colors

.01 White

Toilet Seat Options

SB-237 Seat Bolts Mounting Bolt Caps
SC-237 Seat Caps .500 Chrome (Standard)
.500 Chrome (Standard) .01 White

S

MC-205 (standard)

S-237 (Standard)

Installation Parts

In-Wall Carrier Mounting Bolts
Third-Party MB-205
(not included) (not included)

Compliance Certifications

e ASME A112.19.2M and ANSI A117.1 requirements for accessible building

Meets or exceeds the following specifications: . Meets the Americans With Disabilities Act guidelines
e CSAB45.1 (/ facilities. Check local codes.




